
PRODUCT Cold Rolled Stainless Steel Coil 
Certificate no. BGTNLD90427003BDG

DATE OF ISSUE SURFACE FINISH BA1

THICK WIDTH LENGTH (GL=L 2)
C SI MN P S KI CR N Y.S 0.2%

x10 x10 x10 x10 x10 x10 x10 x10
MIN 0 0 0 0 0 0 1600 0 295 420 22
MAX 120 75 100 40 30 60 1800 100 9999 9999 1 200

1 BD02777E 1 09237709 0.8 121D C01L 5055 40 27 37 17 1 9 1607 37 279 461 34 .5 138
2 BD02777F 1 09237709 0.8 121D C01L 4598 40 27 37 17 1 9 1607 37 279 461 34 .5 138

REMARK
Y.S= YIELD STRENGTH T.S.= TENSILE STRENGTH EL= ELONGATION G.L=GAUGE LENGTH
L1=5.65SORT(FO) L2=50MM L3=80MM L4=200MM L5=113SORT(FO)
LYL=YIELD POINT EXTENSION 3 INTERGRANULAR CORROSION

MURRAY RIVER METALS & PERTH PENNY ROUNDS STAINLESS STEEL

HARD
NESS

2 9653

INSPECTION CERTIFICATE

4/27/2009
SPECIFICATION JIS G 4305 SUS430
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