
Venetian Glass 

Color:  White Velvet 

Product Sku:  VIWV26 

Card Sku:  MSC516-104 

www.maniscalcostone.com 

 Crackle Glass has come to the forefront of Maniscalco’s glass offering. Crackle glass offers a rustic 

look that can hold up to the most modern designs. This new series is beautifully composed of five     

colors in two stylish shapes. Replacing old with new, we have increased durability and technical   

standards to provide a lasting product. Being lighter, stronger and more cost effective, paired with 

elegant colors and shapes, we hope to see these items in your home for years to come.  

Color:  Burano Lace 

Product Sku:  VIBL26 

Card Sku:  MSC516-101 

Color:  Noble Gray 

Product Sku:  VING26 

Card Sku:  MSC516-103 

Color:  Blue Canal 

Product Sku:  VIBC26 

Card Sku:  MSC516-100 

Color:  Cappuccino 

Product Sku:  VICA26 

Card Sku:  MSC516-102 

Cappuccino 

Blue Canal 



www.maniscalcostone.com 

Test ASTM Result 

Water Absorption C373-18 .04% - .09% 

Abrasion Resistance C1027-19 Class II 

Scratch Resistance EN 15771:2010 3 

Technical Data: 

Usage: 

Material 

Interior                  

Residential 

Wall 

Interior                  

Residential 

Floor 

Backsplash 
Shower 

Wall 

Shower 

Floor 

Fireplace  

Surround 

Exterior 

Wall 

Exterior 

Floor 

Sealing 

Required 

Color 

Variation 

Porcelain/ 

Glass 
YES NO YES YES NO YES NO NO YES V3 

SH Size Sold By Weight Per SH SH Per Ctn Weight Per Ctn Ctn Per Pallet 

2 “ Arabesque     

11-1/2” x 9-1/2” 
SH 1.80 lb.  20 36 lb. 54 

2 “x6” Interlock    

11-3/4” x 11-1/2” 
SH 2.20 lb. 20 44 lb. 54 

Packaging: 

Color:  White Velvet 

Product Sku:  VAWV22 

Card Sku:  MSC5X8-127 

Color:  Cappuccino 

Product Sku:  VACA22 

Card Sku:  MSC5X8-125 

Color:  Burano Lace 

Product Sku:  VABL22 

Card Sku:  MSC5X8-124 

Color:  Blue Canal 

Product Sku:  VABC22 

Card Sku:  MSC5X8-123 

Color:  Noble Gray 

Product Sku:  VANG22 

Card Sku:  MSC5X8-126 

Venetian Glass 

White Velvet 

Noble Gray 

This product needs to be sealed before and after installation. 


